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WV-11_8MUL-COM01 
 

Product Feature 
 

 ■ High Reliability 
■ RoHS Compliant 
■ for use in 11+8 Band System  

 

Electrical Specifications 
 

 

Frequency Range(MHz) 
ANT Port1 

Band20_DL Band20_UL Band8_DL Band8_UL 

 791~821 832~862 935.2~960 890.2~915 

Band3_DL Band3_UL Band1_DL Band1_UL 

1805~1880 1710~1785 2110~2170 1920~1980 

Band7_DL Band7_UL Band40   

2620~2690 2500~2570 2300~2400  

Frequency Range(MHz) 
ANT Port2 

Band28_DL Band28_UL Band26_DL Band8_UL 

758~803 703~748 859~887.6 814~842.6 

Band1_DL Band1_UL Band38 Band78 

2110~2170 1920~1980 2580~2610 3300~3800 

Insertion Loss 
ANT Port1 

1.5dB Max BAND20_DL, BAND20_UL, BAND8_DL, BAND8_UL, 
BAND40 

2.0dB max. 
BAND3_UL, BAND3_DL, BAND1_DL, BAND1_UL, 
BAND7_UL, BAND7_DL 

Insertion Loss 
ANT Port2 

1.5dB Max 

Return Loss 
15dB Min 
12dB@BAND78 

Isolation 
ANT Port1 

80dB Min 

-(removed) 

Isolation 
ANT Port2 

80dB Min 

50dB Min@BAND28_DL, BAND26_UL 

Power 
150W Max(Port1 total). 
125W Max(Port2 total). 

In/Out Impedance 50 Ohms nominal 

 

Environmental Specifications 
 

Operating Temperature Range -20~+65 
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Mechanical Specifications 
 

Dimension 335.0 x300.0x76.0 (Unit : mm) 

Mounting Points See Outline Drawing 

RF Connector 
ANT : N(F) 
OUT : SMA(F) 

Connector Position See Outline Drawing 

Finish Black Color Epoxy Coating 

 

Outline Drawing 
 
 
 

 


