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WV-3MUL-COM121 
 

Product Feature 
 

 ■ High Reliability 
■ RoHS Compliant 
■ for use in 3band System  

 

Electrical Specifications 
 

Band name FRMCS900 TX FRMCS900 RX FRMCS1900 

Frequency Range[MHz] 874.4~880 921.2-922.8 1900-1910 

3dB Bandwidth  6MHz Min. 6MHz Min. 10MHz Min. 

Insertion loss 1.0 dB Max.(@25°C) 1.0 dB Max.(@25°C) 2.0 dB Max. 

Return Loss  14.0 dB Min. 14.0 dB Min. 14.0 dB Min. 

Rejection 

50dB min.@835MHz 50dB min.@915MHz 50dB min.@1890MHz 

40dB min.@919MHz 50dB min.@929MHz 40dB min.@1895MHz 

50dB min. 
@884-915MHz 

45dB min. 
@1900-1910MHz 

40dB min.@1915MHz 

50dB min. 
@1900-1910MHz 

 45dB min.@1920MHz 

  
45dB min. 
@873-925MHz 

Maximum Power 10W Average. 

In/Out Impedance 50 Ohms nominal 

 

Environmental Specifications 
 

Operating Temperature  -10°C to +60°C 

Ingress Protection IP54  

Railway Applicable standard EN50155/EN45545-2 

 

Mechanical Specifications 
 

Dimension 335.0 x 360.0 x 90.0 (Unit:mm) 

Mounting Points See Outline Drawing 

RF Connector N-type Female Connector 

Connector Position See Outline Drawing 

Finish Black color epoxy coating 
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Outline Drawing 
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