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Product Feature 
 

 ■ High Reliability 
■ RoHS Compliant 
■ for use in band13 and band25 System  

 

Electrical Specifications 
 

band13,14 

Frequency Range 
DL UL 

746MHz ~ 768MHz 777MHz ~ 798MHz 

Insertion Loss 3.2dB Max 3.2dB Max 

DL to UL Isolation 80dB Min  

Isolation 80dB Min @ band13,14 and band25 

Return Loss 15 dB Min 

RF Power Capability 30 W CW average per port 

IN/OUT Impedance 50 ohms Nominals 

 
 band25 

Frequency Range 
DL UL 

1930MHz ~ 1995MHz 1850MHz ~ 1915MHz 

Insertion Loss 3.2dB Max 3.2dB Max 

DL to UL Isolation 80dB Min  

Isolation 80dB Min @ band13,14 and band25 

Return Loss 15 dB Min 

RF Power Capability 30 W CW average per port 

IN/OUT Impedance 50 ohms Nominals 

 

 Environmental Specifications 
 

Operating Temperature -30℃ to +75℃ 

 

Mechanical Specifications 
 

Dimension 184.0 x 110.0 x 44.0 (Unit : mm) 

Mounting Points See Outline Drawing 

RF Connector All Port : SMA Female Connector 

Connector Position See Outline Drawing 

Finish Black Color Epoxy Coating 
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Outline Drawing 
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