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Cavity 5-plexer WEVERCOMM

wever communication co., Itd.

WV-5MUL-COM92

Product Feature

m High Reliability
m RoHS Compliant
m for use in 5Band System

Electrical Specifications

Frequency Range(MHz) 791~821  925~960 905" 2110~ 2496 ~
Ripple <0.9dB <0.8 <0.8dB <0.5 <0.5
Insertion Loss <1.2dB <1.2dB <1.2dB <1.0 <0.5
Return Loss <17dB <17dB <17dB <17dB <15dB

>80dB at 832-862
>80dB at 880-915
RX Rejection >80dB at 1710-1785
>80dB at 1920-1980
>80dB at GPS & WiFi(791~821 only)
Rejection >30dB DC-3GHz, except RX Freq. & band edge +/-100MHz
Ant. Port : 300W
Bands ports : 100W
Ant. Port : 900W
Bands ports : 300W
In/Out Impedance 50 Ohms nominal

Average Power

Peak Power

Environmental Specifications

Operating Temperature Range -20°C to +70°C

Mechanical Specifications

Dimension 230.0 x 250.0 x 35.0 (Unit : mm)(Excluded Tunning screw)
Mounting Points See Outline Drawing

RF Connector ANT: BMA, OUT: QMA

Connector Position See Outline Drawing

Finish Black Color Epoxy Coating
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Outline Drawing
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