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WV-6MUL-COM77A 
 

Product Feature 
 

 ■ High Reliability 
■ RoHS Compliant 
■ for use in 6Band System(with 4Way Divider)  

 

Electrical Specifications 
 

 

Labels on the INPUT ports IN-A IN-B IN-C IN-D 

Labels on the OUTPUT ports OUT 1 OUT 2 OUT 3 OUT 4 

Frequency Range[MHz] 
758~788 
870~890 
935~960 

1805~1880 2110~2170 2620~2690 

Insertion Loss 

Band1: 1.8dB Max. @ 758~788/870~890/935~960MHz (excluded 7.0 
dB: 4Way) 
Band2: 1.3dB Max. (excluded 7.0 dB: 4Way) 
Band3: 1.0dB Max. (excluded 7.0 dB: 4Way) 
Band4: 1.0dB Max. (excluded 7.0 dB: 4Way) 

Return Loss 18dB min. @ Input ports 

Isolation between bands 30dB Min 

Ripple 1.3dB Max p-t-p 0.8dB Max p-t-p 0.5dB Max p-t-p 0.5dB Max p-t-p 

Rejection 

50dB Min@20-
733MHz 
50dB Min@825-
845 
50dB Min@900-
915 
50dB 
Min@1050-
3800MHz (Not 
included 4way 
divider loss) 

50dB Min@20-
1785MHz 
50dB 
Min@1920-
3800MHz (Not 
included 4way 
divider loss) 

50dB Min@20-
1980MHz 
50dB 
Min@2300-
3800MHz (Not 
included 4way 
divider loss) 

50dB Min@ 20-
2570MHz 
50dB Min@ 
2750-
3800MHz(Not 
included 4way 
divider loss) 

Maximum Operating Power 
100W RMS  100W RMS 100W RMS 100W RMS 

400W RMS after multiplexer (before divider) 

In/Out Impedance 50 Ohms nominal 

 

Environmental Specifications 
 

Operating Temperature Range -20°C to +85°C, IP67 
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Mechanical Specifications 
 

Dimension 225.0 x 252.0 x 73.5(Unit : mm) 

Mounting Points See Outline Drawing 

RF Connector RF Port : N Female Connector 

Connector Position See Outline Drawing 

Finish Gray Color Power Coating 

 

Outline Drawing 
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