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WV-7MUL-COM12 
 

Product Feature 
 

 ■ High Reliability 
■ RoHS Compliant 
■ for use in 7Band System  

 

Electrical Specifications 
 

 

Frequency Range 
(MHz) 

430 ~  
435 

830 ~  
1000 

1221 ~ 
1233 

1559 ~ 
1610 

2400 ~ 
2500 

5150 ~ 
535 

5725 ~ 
5825 

Insertion Loss 1.0dB Max 

Return Loss 12.0dB Min 

Rejection 

30dB 
@408M
Hz 
 
30dB 
@457M
Hz 

30dB 
@789M
Hz 
 
30dB 
@1050
MHz 

40dB 
@1160
MHz 
 
40dB 
@1295
MHz 

40dB 
@1482
MHz 
 
40dB 
@1691
MHz 

40dB 
@2280
MHz 
 
40dB 
@2625
MHz 

40dB 
@4893
MHz 
 
40dB 
@5618
MHz 

40dB 
@5439
MHz 
 
40dB 
@6117
MHz 

Power handling 2W 2W 2W 2W 2W 2W 2W 

Port Isolation Port Isolation 

In/Out Impedance In/Out Impedance 

 

Environmental Specifications 
 

Operating Temperature Range -30°C to +70°C 

 

Mechanical Specifications 
 

Dimension 366.0x168.0x67.0mm 

Mounting Points See Outline Drawing 

RF Connector 
COM: N Female Connector 
Other port : SMA Female Connector 

Connector Position See Outline Drawing 

Finish Black Color Epoxy Coating 
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Outline Drawing 
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