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WVC-1575.5D1621.25-25M01 
 

Product Feature 
 

 ■ High Reliability 
■ RoHS Compliant 
■ for use in 1.6GHz Systems 
 

Electrical Specifications 
Direction GPS Iridium 

Frequency Range 1563MHz ~ 1588MHz 1616MHz ~ 1626.5MHz 

Insertion Loss 0.7 dB Max 0.7 dB Max 

Power Handling NA 30W CW Max @Iridium Tx during 
20 to 25minutes max 

Bandwidth at 1dB 1575MHz±15MHz Min 1621MHz±10MHz Min 

Ripple in the band ±0.1dB Max at 1575.42±2MHz ±0.25dB Max inside the band 
1616MHz~1626.5MHz 

Rejection 
40dB Min @ 1575.42MHz + 40MHz 
and beyond(higher frequencies : 
2GHz) 

40dB Min @ 1621MHz - 40MHz and 
beyond(lower frequencies : 
100MHz) 

Variation of the Group Delay 
40nS Max inside the band 
1575.42±2MHz 

NA 

VSWR 1.4:1 Max  

Isolation between channels in 
the 2frequency band 

40dB Min  

In/Out Impedance 50 Ohms Nominal  

 

Environmental Specifications 
 

Operating Temperature -46°C to +90°C 

 

Mechanical Specifications 
 

Dimension 130.0 x 65.0 x 40.0 Max(mm) 

Mounting Points See Outline Drawing 

RF Connector SMA Female Connector 

Connector Position See Outline Drawing 

Finish Black Color Epoxy Coating 
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Outline Drawing 
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