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WVC-1737.5D1925-150M06 
 

Product Feature 
 

 ■ High Reliability 
■ RoHS Compliant 
■ for AWS/PCS System 
 

Electrical Specifications 
Direction P1 P2 

Frequency Range 1695 ~ 1780MHz,2110 ~ 2180MHz 1850MHz ~ 2000MHz 

Insertion Loss 0.3 dB Max  

VSWR 1.25:1 Max  

Phase Linearity ±3 Degree Max. in any 4MHz band  

P1:P2 Isolation 50dB Min  

Group Delay 10nS Max, in any 4MHz  

Passband Ripple 0.4dB Max in any 4MHz  

Input Power Handling(CW) 250W/ Input avg  

Intermod. Distortion -161dBc Min @ 43dBm  2-tones  

DC path Yes  

In/Out Impedance 50 Ohms Nominal  

 

Environmental Specifications 
 

Operating Temperature -40°C to +85°C, IP67 

Lightning protection 8/20us, 20kA; 10/350us, 3kA(port ANT) 

 

Mechanical Specifications 
 

Dimension 148.0 mm x 175.0 mm x 57.0mm 

Mounting Points See Outline Drawing 

RF Connector 4.3-10 DIN Female Connector 

Weight Approx. 3.8Kg 

Finish Black Color Epoxy Coating 
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Outline Drawing 
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