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WVC-2D-DPX-08 
 

Product Feature 
 

 ■ High Reliability 
■ RoHS Compliant 
■ for use in 900 & 1800 Band System 
 

Electrical Specifications 
Frequency Range (900 Band) 

Uplink Downlink 

880MHz ~ 915MHz 925MHz ~ 960MHz 

Insertion Loss 1.2dB Max 1.2dB Max 

Ripple 0.8dB Max 0.8dB Max 

Rejection 90dB Min @ 925MHz ~ 960MHz 90dB Min @ 880MHz ~ 915MHz 

Passband Return Loss 18 dB Min  

RF Power Capability 50 W CW average per port  

 

Frequency Range (1800 Band) 
Uplink Downlink 

1710MHz ~ 1785MHz 1805MHz ~ 1880MHz 

Insertion Loss 1.2dB Max 1.2dB Max 

Ripple 0.8dB Max 0.8dB Max 

Rejection 90dB Min @ 1805MHz ~ 1880MHz 90dB Min @ 1710MHz ~ 1785MHz 

Passband Return Loss 18 dB Min  

RF Power Capability 50 W CW average per port  

 

Environmental Specifications 
 

Operating Temperature -30°C to +70°C 

Storage Temperature -40°C to +80°C 

 

Mechanical Specifications 
 

Dimension 211.0 x 148.0 x 77.0 (Unit : mm) 

Mounting Points See Outline Drawing 

RF Connector ANT Port : N Female Connector, Other Ports : SMA Female Connector 

Connector Position See Outline Drawing 

Finish Black Color Epoxy Coating 
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Outline Drawing 
 
 
 

 

A
N

T
-90

0

9
0

0
-D

L
9

0
0

-U
L

4-M3x0.5 DP6.02053

3
1

42

7
7

8
4.

0
 M

a
x

211

1
4

8

5
3.

5
4

1

A
N

T
-1

80
0

1
8

0
0-

D
L

1
8

0
0-

U
L

1
3

56

18
46

74


