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Product Feature 
 

 ■ High Reliability 
■ RoHS Compliant 
■ for use in AWS-1 and AWS-3 Band Systems 

 

Electrical Specifications 

Frequency Range (2100 Band) 
Port1 (AWS-1) Port2 (AWS-3) 

RX : 1710MHz ~ 1730MHz 
TX : 2110MHz ~ 2130MHz 

RX : 1760MHz ~ 1770MHz 
TX : 2160MHz ~ 2170MHz 

Isolation (Port 1 <-> Port 2) 40dB Min  

Insertion Loss 1.0dB Max  

Return Loss 18dB Min @ each Port  

Power Handling 100W CW Max @ option 1 
250W CW Max @ option 2 

 

DC/AISG Path Yes @ all path  

IMD 155dBc Min @ 2x43dBm Input  

In/Out Impedance 50 Ohms Nominal  

 

Environmental Specifications 
 

Application Outdoor, IP67 

Operating Temperature Range -30°C to+75°C 

 

Mechanical Specifications 
 

Dimension 
138.0 x 167.0 x 42.0 (Unit : mm) @ option 1 
178.0 x 217.0 x 42.0 (Unit : mm) @ option 2 

Mounting Points Refer to Outline Drawing 

RF Connector All RF Ports : 4.3-10 Female Connector 

Connector Position See Outline Drawing 

Finish Gray Color Spray Coating 
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Outline Drawing 
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