
 

 

 

LC LPF 

 
Wevercomm Co., Ltd.  P +82 31 223 3197  sales@wevercomm.com  www.wevercomm.com 

 

WVL-57M-LPF-01 

Product Feature 
 

 ■ High Reliability 
■ RoHS Compliant 

 

Electrical Specifications 
 

3 dB Bandwidth ≥ 57 MHz 

Frequency tolerance of 3 dB BW +/- 2.0 % over a -25 – 55°C range 

Pass band insertion loss < 1dB, up to 95 % of 3dB BW 

Pass band ripple < 0.2 dB @DC~40MHz 
< 0.8 dB @40~54MHz 

Maximum VSWR 1.6:1, up to 95 % of 3dB BW (12.74dB) 

20 dB attenuation f ≥ 62 MHz 

40 dB attenuation f ≥ 70 MHz 

Min. input power handling 100W 

In/Out Impedance 50 Ohms Nominal 

 

Environmental Specifications 
 

Operating Temperature -25℃ ~ +55℃ 

Mechanical Specifications 
 

Dimension [WxDxH], 
 (Unit: mm) 

Φ32 x L (L<400) 

Mounting Points See Outline Drawing 

RF Connector BNC Female Connector 

Finish Black color epoxy coating 
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◈ OUTLINE DRAWING 

 


