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Product Feature 
 

 ■ High Reliability 
■ RoHS Compliant 
 

Electrical Specifications 
Direction Band 1 

(800M UL) 
Band2 
(800m DL) 

Band3 
(3.7G UL/DL) 

Frequency Range (MHz) 829-839MHz 874-884MHz 3600-3800-MHz 

3dB Bandwidth (MHz Max.) 20MHz Max 20MHz Max - 

Insertion Loss(dB Max.) 3.2dB Max 3.2dB Max 3.0dB Max 

Ripple in BW(dB Max.) 1.5dB Max 1.5dB Max 1.5dB Max 

Return Loss in BW(dB Min.) 15.0dB Min 15.0dB Min 15.0dB Min 

Attenuation 

@ 829-839MHz - 60.0dB Min 55.0dB Min 

@ 874-884MHz 60.0dB Min - 50.0dB Min 

@ 2300-2400MHz 45.0dB Min 45.0dB Min - 

@ 2500-2700MHz 45.0dB Min 45.0dB-Min - 

@ 2620-2690MHz 45.0dB Min 45.0dB Min - 

@ 3340-3350MHz - - 45.0dB Min 

@ 3500-3570MHz - - 12.0dB Min 

@ 3600-3800MHz 45.0dB Min - - 

@ 4055-4056MHz - - 45.0dB Min 

@ 8000-12000MHz - - 10.0dB Min 

Input Power (W) AVG 1W Max AVG 5W Max 

In/Out Impedance (Ω) 50 Ohms Nominal 

ANT Modem Port 829-839MHz, 874-884MHz&3600-3800MHz 10dB ±2.5dB // 1920-
2170MHz 20dB max @SMA Female with Gasket, isolation 20dB min 

ANT Coupling Port 32.7dB±1dB @829-839MHz, 31.7dB±1dB @3600-3800MHz 

 

Mechanical Specifications 
 

Dimension 108.0 X 67.0 X 9.0 Max (unit: mm) 

Mounting Points See Outline Drawing 

Filter Type SMD Type 3Band Multiplxer 

Connector Position See Outline Drawing 
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Outline Drawing 
 
 
 

 


