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Product Feature 
 

 ■ High Reliability 
■ RoHS Compliant 
 

Electrical Specifications 
Center Frequency 500MHz 1675MHz 2090MHz 2735MHz 

Operating Bandwidth 400MHz 350MHz 220MHz 330MHz 

Insertion Loss in BW 3.0dB Max. 3.5dB Max. 3.3dB Max. 3.3dB Max. 

Ripple 2.0dB Max. 2.3dB Max. 2.0dB Max. 2.0dB Max. 

Return Loss 15dB Min 

Isolation 

25dB Min. 
@200MHz 
20dB Min 
@900MHz 

20dB Min. 
@1350MHz 
25dB Min 
@1980MHz 
40dB Min 
@2100MHz 

40dB Min. 
@1740MHz 
20dB Min 
@1850MHz 
30dB Min 
@2400MHz 

30dB Min 
@2420MHz 
30dB Min 
@3100MHz 

Out of band Rejection 

0.5dB Min 
@250MHz 
0.5dB Min 
@760MHz 

0.5dB Min 
@1450MHz 
0.5dB Min 
@1910MHz 

0.5dB Min. 
@1930MHz 
0.5dB Min. 
@2260MHz 

0.5dB Min 
@2520MHz 
0.5dB Min 
@2960MHz 

Input Power 1 Watt Max 

In/Out Impedance 50 Ohms Nominal 

 

Mechanical Specifications 
 

Operating Temperature Range -40°C to +85°C 

Dimension 60.0 x 32.0 x 7.5 (mm) 

Filter Type Monoblock Ceramic Multiplexer 
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Outline Drawing 
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Soldering Land Patten Filter Outline
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