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WVX-5MUL-COM21 
 

Product Feature 
 

 ■ High Reliability 
■ RoHS Compliant 
 

Electrical Specifications 
Center Frequency 806MHz 942.5MHz 1842.5MHz 2140MHz 2500MHz 

Operating Bandwidth 30MHz 35MHz 75MHz 60MHz 400MHz 

Insertion Loss in BW 3.0dB Max. 3.0dB Max. 3.0dB Max. 2.5dB Max. 3.0dB Max. 

Ripple in BW 1.5dB Max. 1.8dB Max. 1.5dB Max. 1.2dB Max. 1.0dB Max. 

Return Loss 15dB Min. 

Isolation 

28dB Min. 
@832~862 
MHz 
30dB Min. 
@880~915 
MHz 
30dB Min. 
@1805~1880 
MHz 
30dB Min. 
@2110~2170 
MHz 
30dB Min. 
@2300~2700 
MHz 

30dB Min. 
@791~821 
MHz 
20dB Min. 
@880~915 
MHz 
30dB Min. 
@1805~1880 
MHz 
30dB Min. 
@2110~2170 
MHz 
30dB Min. 
@2300~2700 
MHz 

30dB Min. 
@791~821 
MHz 
30dB Min. 
@925~960 
MHz 
28dB Min. 
@1710~1785 
MHz 
30dB Min. 
@2110~2170 
MHz 
30dB Min. 
@2300~2700 
MHz 

30dB Min. 
@791~821 
MHz 
30dB Min. 
@925~960 
MHz 
30dB Min. 
@1805~1880 
MHz 
30dB Min. 
@1920~1980 
MHz 
30dB Min. 
@2300~2700 
MHz 

30dB Min. 
@791~821 
MHz 
30dB Min. 
@925~960 
MHz 
30dB Min. 
@1805~1880 
MHz 
20dB Min. 
@2110~2170 
MHz 

Input Power 4 Watt Max 

In/Out Impedance 50 Ohms Nominal 

 

Mechanical Specifications 
 

Operating Temperature Range -40°C to +85°C 

Dimension 95.0 x 44.0 x 9.2 (mm) 

Filter Type Ceramic 5Bands Multiplexer / SMT Type 

Port MCX Female 
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Outline Drawing 
 

 

IN/OUT/ANT PORT : MCX PCB Connectors, Female
Tolerance : ±0.3
Unit : mm
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